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TYPICAL YURT FOUNDA-TION PLAN

SCALE: 3/16" = 1'-0"

4" CONCRETE SLAB. PERIMETER

4" CONCRETE SLAB W/ 6.0 X 6.0 W2.0 X W2.0 WWM. SEE SECTION 02/S1 FOR
DETAILS.

PROFILE AS SHOWN.

6.0 X 6.0 W2.0 X W2.0 WWM. LOCATE 1"
FROM TOP OF SLAB AND 1" FROM
EDGE AROUND PERIMETER.

4" GRAVEL BASE COURSE W/ 6 MIL
VAPOR BARRIER ABOVE PER CODE.

FOOTER LOCATED AT DESIGN FROST
DEPTH AROUND PERIMETER. PROVIDE
(2) #4 BARS ON BOTTOM. MAINTAIN 3"
CLEAR COVER.

30'-0" DIAMETER L
- YURT CANVAS. WRAP UNDER PLYWOOD RIM.
~—|N
@ 3/8" X 6" PLYWOOD RIM. AFFIX TO SLAB PERIMETER
W/ (2) 3/16" X 1-1/2" TAPCONS @ 16" O.C.
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—‘, A=) ;1. ENSURE THAT WWM EXTENDS INTO PERIMETER
— ) — OVERHANG AS SHOWN.
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